


Product Feat ures

SPECIFICATIONS & KEY FEATURES

Dimension:

Total Weight:

Weight Stack:

Max Weight Stack:

1067*1052*1566mm

215kg

100kg

125kg

Specifica tions

CHINA'S LEADING FITNESS EOUIPMENT INNOVATOR AND MANUFACTURER

Robust and Durable, 
Value-Optimized Choice

Rotational Training, Building 
Powerful Core Strength

Stable Positioning for 
Precise Training

Precision Weight Stack 
Engineering, Professional 
Training Assurance

The main frame utilizes Q235A high-frequency 
cold-rolled steel, with 40*140mm square tubing and 
50*100mm oval tubing working in harmony to 
�Š�¬�Ã�Ì�¿�Š�� �«�u�•�˜�š�¬�Š�� �†�Ì�¿�u�€�š�¥�š�È�Ü�;�� �Q�Ì�¿�“�u�•�Š�� �ç�¬�š�Ã�˜�š�¬�”��
employs electrostatic powder coating, passing over 
800 hours of salt spray and impact testing. The 
�ç�¬�š�Ã�˜�� �š�Ã�� �€�¿�š�¥�¥�š�u�¬�È�¥�Ü�� �u�Š�Ã�È�˜�Š�È�š�•�� �Ö�˜�š�¥�Š�� �È�˜�Š�� �«�u�•�˜�š�¬�Š��
remains incredibly durable.

Rotational training is essential for developing 
powerful core strength. Through extensive 
biomechanical testing, we've discovered the 
optimal rotation trajectory that perfectly matches 
spinal rotation patterns, effectively reducing lower 
back injury risk while maximizing training results.

6-position chest pad height adjustment perfectly 
accommodates users of all heights. The calf support 
�“�Š�u�È�Ì�¿�Š�Ã���u���¬�u�È�Ì�¿�u�¥���•�²�¬�•�u�Õ�Š���†�Š�Ã�š�”�¬���“�²�¿���Š�¿�”�²�¬�²�«�š�•���ç�È�6��
allowing calves to naturally nest in place. All pads 
utilize premium high-density padding, providing 
comfortable, stable support throughout training.

Utilizing a high-density cast iron weight stack 
system with specialized black textured powder 
coating for premium feel. Special protective coating 
ensures wear and corrosion resistance, providing 
lasting durability for professional training. The 
weight distribution is precisely calibrated, with 
maximum weight reaching 125kg, allowing you to 
�Š�u�Ã�š�¥�Ü�� �ç�¬�†�� �È�˜�u�È�� �>�¼�Š�¿�“�Š�•�È�� �È�¿�u�š�¬�š�¬�”�� �Ö�Š�š�”�˜�È�>�� �Ö�š�È�˜�²�Ì�È��
compromising.


